¢
THERTRELIGHT,

Theatre and Television Lighting Control

L4

! o e [
[ 8], i s i m
o = T- = Rks < .'II ' ' 4
T <y F )
- T »
J - .
| b
-

———— s
PRODUCT CATALOGUEw.

.

Y T «



Theatrelight NZ 2021 Catalogue

Contents

Luminaires introduction

F500 Fresnel luminaires

F1000 Fresnel luminaires
21000 Zoom Profile luminaires
DMX Splitters

RDM Splitters

Wireless DMX

Wireless LR Mini

DMX over Ethemet

Fluoresent controller

DMX Receiver

Cuemaster || control panel
Cuemaster 48/120 control panels
Scenemaster 3F control panel
DMXLink control panel
Scenemaster 3F control panel
Mova, NovaLink control panels
Starlet 6, Starlet 12 panels
Moodset, MoodsetLED dimmers

E-mail: info@theatrelighl.co.nz
8650 Great South Rd Penrcse

]
&
@

-1
Odommo W -

Rex Gilfillan founded Theatrelight Limited in 1972 to
provide a range of electronic lighting control products
to the Theatre and Television industry. Rex's previous
exparience as a theatre lighting designer included
working in English provincial theatre, the Welsh
National Theatre and working with Richard Pilbrow of
Theatre Projects Ltd. in London's West End theatres.
Theatrelight is dedicated to the design and manufac-
ture of equipment which has reliability and ease of use
as its major attributes.
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THEATREULIGHT
LED LUMINAIRES

The major benefits of LED luminaires over an equivalent spotlight using an
incandescent bulb are the marked savings in power and air-conditioning costs -
usually about 10% of an incandescent fitting with similar light output. In
addition, whereas most Theatre or TV rated incandescent bulbs are expensive
and have a lifetime of under 750 hours, Theatrelight LED modules have an
expected lifetime in excess of 20,000 hours, resulting in much reduced lamp
replacement and maintenance bills. The low Infra-Red and UV output of LED
luminaires also makes them ideal for preserving colours in Museum and Art
Gallery lighting

Theatrelight’s LED luminaires are available in single colour, two colour tunable
white and four colour RGBW models. All offer a selection of standalons or DMX
controlled modes which include fade times to match 250w to Skw incandescent
bulbs, and special effects such as Fire, Ramp, Flash and Strobe, Other features
include variable PWM rates to eliminate flicker in TV and Film cameras.

All LED modules are custom manufactured to Theatrelight’s specifications using
Osram LED chips with an integrated collimating lens and use optically clear
PMMA lenses where possible for maximum optical efficiency and minimum
weight. The LED modules are powered with a high power factor, universal mains
power supply of proven reliability.

Single Colour Models

3200K and 8600K, CRI 85+, are our standard single golour phosphors. The
3200K phosphor (TV incandescent white] is suited to most theatre, TV and Filim
studio lighting or where the colour temperature must be matched to other
incandescent bulbs: The 5600K phospher (film daylight white) is suited to TV
outside broadcast, and Film or display lighting where the wlourtempsrarurs
must be matched to daylight. We can also supply other single colour phosphors
in the range 2600K up to 10,000K to customer spac:f‘catmn Remote control of
single colour models requires 2 DMX cf Is: DMX1: ity/Effects Speed,
DMX2: Effects mode, Both of these attributes also can be set in Standalone
mode {ie without a DMX contraller).

Two Colour Models

Standard phosphors in the two 2 colour tunable white models are 3200K/5600K
for TV studio and film work where colour temperatures must be matched to
incandescent bulbs, daylight, or other LED sources. The modules can alsc be
suppliad with other colour phosphors to customer specification, Remote control
of two colour models requires 3 DMX channels: DMX1: Intensity/Effects Speed,
DMX2: Colour temparature Warm-Cool, DMX3: Effects mode. These three
attributes can also be set in Standalone mode.

Four Colour Models (RGBW)

RGBW models are suitable for theatre, club and display lighting where a range
of saturated colours and tints is needed. The standard White phosphor is 5600K
but others are available on request. Remote control of four colour models
requires 6 DMX channels: DMX1: Intensity/Effects Speed, DMX 2: Red level,
DMX 3: Green level, DMX 4: Blue level, DMX 5: White level, DMX8: Effects
mode. A number of static and dynamic colours are available in Standalone
mode — ideal for display lighting,
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{Coming shortly)

Model
TLF500
TLF5002C
TLF5004C
W or /WX
TLF500-BD
TLF500-CF

500 /7 F5002C 7 F5004C

LED Fresnel
The TL-F500 is an LED Fresne! spotlight
spotlight available in single colour 3200K/
5600K/B00K white, two colour tunable
white (3200K-5600K), and four colour
RGBW models. The 3200K white model
has a light output equal to or better than
most 500/650 watt incandescent Fresnels.
The F500 is suitable for general lighting in
small theatres and TV studios, and for
exhibition and lighting display including a
galleries and museums. It is available with
optional barndoors, and with either 3 or &
pin XLR connectors. It can be ordered
fitted with an internal wireless DMX card
by Lumen Radio (W-DMX™ compatible)
with either an internal or external high gain
antenna.

F300 F500 F1000

Description

Theatre model, 3200K/5600K CRI1>95 /8000K, with colour frame
F500 two colour tunable white 3200K/5600K, with colour frame
F500 4 colour RGBW, with colour frame

Optional Lumen Radio card, internal or external antenna
Optional set of rotating barndoors with safety cable

Additional colour frames each

»~ Www.theatrelight.conz



~I000 7/ FI0D002C 7 FIo00o4C

LED Fresnel

The TL-F1000/F10004C/F10002C is an LED Fresnel spotlight available in
3200K/5600K/8000 white, 2 colour tunable white (3200K-5600K), and 4
colour RGBW models.

The single colour 3200K madel has a light output twice that of the F500 and
equal to or better than most 1000/1200 watt incandescent Fresnels. It is
suitable for general lighting in larger theatres and TV studios, and for exhibi-
tion and lighting display including art galleries and museums. It is available
with optional barndoors. and with either 3 or 5 pin XLR connectors. It can be
ordered fitted with an internal wireless DMX card by Lumen Radio (W-DMX™
compatible) with either an internal or external high gain antenna..

Model Description

TLF1000 White 3200K/5600K CRI=95 /B000K, with colour frame
TLF10002C F1000 tunable 3200K/5600K CRI=95, with colour frame
TLF10004C F1000 4 colour RGBW, with colour frame

W or /WX Optional Lumen Radio card, internal or external antenna
TLF1000-BD Optional set of rotating barndoors with safety cable
TLF1000-CF Additional colour frames each

THERTRELIGHT\//
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ZI1000 7 ZI0002C 7 ZIooo4yC

LED Zoom Profile

The TL-Z1000 is a LED Zoom Profile spotlight available in single
colour 3200K/5600K/B000K white, two colour tunable white
(3200K-5600K), and four colour RGBW models. The 3200K white
model has a light output equal to or better than most 1000/1200
watt incandescent Zoom Profile luminaires. With a 2:1 zoom range
of 15-30 degrees, it is suitable for general lighting in larger
theatres and TV studios, and for exhibition and lighting display
including art galleries and museums. It is available fitted with either
3 or 5 pin XLR connectors. Optional accessories include a Gobo
holder, and a drop-in iris with diameter adjustable from 4mm to
G0mm. It can be ordered fitted with an internal wireless DMX card
by Lumen Radio (W-DMX™ compatible) with either an internal or
external high gain antenna.

Model Description

TLZ1000 White 3200K/5600K CRI=95 /8000K, with colour frame
TLZ1000 2C Z1000 tunable 3200K/5600K CRI=85, with colour frame
TLZ1000 4C Z1000 4 colour RGBW, with colour frame

W or WX Optional Lumen Radio card, internal or external antenna
TLF1000-CF Additional colour frames each

TLZ1000-GH Optional metal Gobo holder

TLZ1000-IRIS Optional adjustable iris with 4-60mm diameter aperture

> www.theatrelight.caonz



DMX SPUITTERS

The Theatrelight SP8 DMX rack-mount splitter is designed to allow the user to
configure the input and output connector positions to either the front or the back to
suit different applications.

The SP8H is a simpler and more economical model, and is supplied with both wall
and bar mounting hardware. The SP8H is similar, but has quick connect plug-in
terminals for fast installation in large syst

The SP4 4 way splitter is designed as a cost-effective way to expand DMX-512
networks. It has mounting holes for hook-clamps or for cable-ties, so it can be
easily mounted onto lighting bars.

* Fully compliant to DMX-512
standards

* True RS-485 rated

* Input isolated from outputs to
500VAC, 1000VDC

* QOutputs are isolated from each
other to 500VAC, 1000VDC

SPad

Model Description

TLDX-SP4-3 4 way DMX Splitter, standalone, 3 pin Neutrik XLRs

TLDX-SP4-5 4 way DMX Splitter, standalone, 5 pin Neutrik XLRs

TLDX-SP8-3 8 way DMX Splitter, rackmount, configurable, 3 pin Neutrik XLRs
TLDX-SP8-5 8 way DMX Splitter, rackmount, configurable, 5 pin Neutrik XLRs
TLDX-SPEP 8 way DMX Splitter, rackfwall/bar mount, 3 pin fast wiring terminals
TLDX-SP8J 8 way DMX Splitter, rack/walllbar mount, RJ45 sockets
TLDX-SP8H-3 8 way DMX Splitter, rack/wall/bar mount, 3 pin Neutrik XLRs
TLDX-SP8H-5 8 way DMX Splitter, rack/wall/bar mount, 5 pin Neutrik XLRs

THERTRELIGHTN\//
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RDM/Z7DMX SPULUITTERS

The RDMS is an isolated transparent in-line RDM splitter used for connecting a large
number of RDM devices such as moving lights, LED Luminaires, smoke machines,
dimmers etc to an RDM control panel, It may also be used as a DMX splitter in a DMX
only system, or as a filter in an RDM system to prevent RDM commands affecting
legacy DMX devices. It provides bi-directional transfer of data according to the ENSA
RDM standard.

The RDM/DMX input is isolated, and all outputs are isolated from the input and from
each other to 500v DC. The RDM8 is narmally supplied wih either Neutrik 3 pin or 5 pin
XLRs, or with plug in terminals for quick wiring in larger installations.

Model Description

TLRDMS 8 way RDM/DMX Splitter, rack/wall/bar mount, 3/5pin Neutrik XLRs

TLRDM4 4 way RDM/DMX Splitter, 3/5 pin Neutrik XLRs

TLRDMS-P 8 way RDM/DMX Splitter, rack/wallbar mount, 3 pin fast wiring
terminals

TLRDMB-J/JN 8 way RDM/DMX Splitter, rackiwall/bar mount, generic/Neutrik RJ45s

WIRELESS DMX

Theatrelight single universe wireless DMX units are available in both Lumen Radio
(CRMX™) and Wireless Solutions (W-DMX™) versions. They have an average
range of 500 metres with the supplied 2db antenna. The transmitters are fitted with
isolated DMX In and Thru, while the receivers have two isolated outputs. All use
Neutrik brand 5 pin XLR connectors as standard but can be supplied with 3 pin
XLRs on request.

Model Description
TL-SPLTX Lumen Radio (CRMX™) wireless DMX transmitter
TL-SPLRX Lumen Radio (CRMX™) wireless DMX receiver

TL-SPWTX Wireless Solutions (W-DMX™) wireless DMX transmitter
TL-SPWRX Wireless Solutions (W-DMX™) wireless DMX receiver
TL-SPWAS 5 db Antenna for increased range of receivers

- WWWw.theatrelight.conz



TL-LR NMINI

Mini Wireless Receivers

Designed to add economical Wireless DMX or RDM to any DMX512 lighting
fixture, these single universe Lumen Radio receivers are small and light enough
to be tied to a lighting bar or the yoke of a luminaire using its built-in Velcro ties.
Each LRX Mini can provide DMX for 5 fixtures. It is available in DMX and RDM
types, in two power options: universal mains by IEC cable or 5 voit USB cable
for use with large film and TV lights fitted with USB connectors.

Features

* Units are fitted with Velcro ties for mounting to any fixture or lighting bar

* LR Mini receives both Lumen Radio (CRMX™ ) and Wireless Solution
(W-DMX™) signals

* Five pin XLR socket on 0.5 meter cable for plugging into the DMX/RDM
socket of any DMX fixture (three pin XLR connectors available to order)

* DMX and RDM output surge protected for maximum reliability

* DMX output isolated to 500vdc (IEC mains version only)

* DMX status LED shows DMX status

* Link key for unlinking the unit from its current transmitter

* Link LED (internal to the Link key) shows Link status

* Full operating instructions printed on the front panel

THERTRELIGHTN/
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LR Mini Models:
SP DMX LRX MINI IEC 5P
SP DMX LRX MINI IEC 3P
SP DMX LRX MINI IEC RDM 5P
SP DMX LRX MINI IEC RDM 3P
SP DMX LRX MINI USB 5P
SP DMX LRX MINI USB RDM 5P
SP DMX LRX MINI USB RDM 3P
SP DMX LEX MINI IEC 5P With external antenna
SP DMX LRX MINI IEC 3P With external antenna
SP DMX LRX MINI IEC RDM 5P With external antenna
SP DMX LRX MINI IEC RDM 3P With external antenna
SP DMX LRX MINI USB 5P With external antenna
SP DMX LRX MINI USB 3P With external antenna
SP DMX LRX MINI USB RDM 5P With external antenna
SP DMX LRX MINI USB RDM 3P With external antenna

-« WWW.rheatrelight.conz



* Portable design, suitable for wall or bar
mounting

+ Ethernet connection and DMX output
lines each independently isolated to
500vdc

+ Latching Neutrik XLR-RJ45 connector for
secure Ethernet connection

* High quality 5 pin Neutrik connectors for
DMX output

= Error checked for Immediate DMX udates
for maximum response speed

Model Description

TlL - E[D2 Art-Net’'ShowNet to DMX Receiver

The TL-ED2 Ethernet to DMX
receiver converts broadcast Art-Net
or ShowNet DMX over Ethernet

packets to two DMX 512 universes,
It can be used to drive DMX devices
such as LEDs, moving lights,
dimmers, smoke machines etc from
a control desk fitted with Ethernet
output. Any one of 100 DMX
universes (51,2000 channels) can
be received for either the Aor B
DMX channels with the DMX data.

TLED2 Art-Net/ShowNet to DMX Receiver

TL- DE2 DMX to Artnet Transmitter

The TL-DE2 DMX to Ethernet transmitter
can send 2 DMX universes from DMX
control desks over a CATS cable network,
from where distributed receivers (such as
the TL-ED2) can convert the Ethernet
signalx back to two DMX universes for
driving local DMX devices. The DMX input
data may be encoded to any one of 100
DMX universes on the Ethernet cable by
selecting the universe and group with the
thumb-wheel switches, with the mode
switch offering a selection of merge

= Portable design, suitable for wall or bar
mounting

* Ethernet connection and DMX input lines
each independently isclated to 500vdc

* DMX inputs represent only one 1/10th
standard load to a DMX transmitter

* Latching Neutrik XLR-RJ45 connector for
secure Ethernet connection

* High quality 5 pin Neutrik connectors for

DMX input
options.
Model Description
TLDEZ2 DMX to Artnet Transmitter

THERTRELIGHTN//
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FLUORESCENT CONTROLLER

The Fluorescent Controller converts DMX-512 signals to 12 variable DC outputs
each of 0-10 volts at 100ma. The outputs can be used for dimming large scale
fluorescent lighting installations of Osram (or similar make) 10 volt high
frequency dimming ballasts, or for controlling solid state relays etc. When used
as a fluorescent lighting controller, each Meteor F can typically control up to
1200 dimming ballasts (12 circuits each of 100 ballasts at 1ma per ballast) for
energy efficient installations in theatre auditoriums, concert halls, museums, and
other large public areas. Avaliable as a rackmount 1U high unit, oras a
standalone PCB for inclusion in other equipment.

Model Description

TLMF-12 12 Chn Fluorescent controller, 1U rackmount
TLMF-12 PCB 12 Chn Fluorescent controller, PCB only,

DMX RECeEIVER
RX24 24 chn DMX receiver

Re-introduced by popular demand,

Theatrelight's updated DMX-512 to * DMX-512 (USITT 1990) input

Analogue receiver allows you to control * Optically isolated input

devices such as 10 volt dimming * Can drive any make of dimmer requiring
fluorescent ballasts or older analogue plus or minus 10, 12 or 15 volts
dimmers from any DMX control panel. * Selectable with or without diode offset
The receiver is also useful for controlling * Selectable start address from 1 to 512

or switching any other voltage sensitive
device from a DMX signal.

Model Description
TLRX-24 24 channel optically isolated DMX to Analogue converter

www.theatrelight.conz
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CUEMASTER Il Advanced Lighting Control

Theatrelight's Cuemaster |l has been designed with the capabilities and
versatility to cover a wide range of lighting situations in entertainment,
commercial display and education. The Cuemaster |l includes Soft-patch to
1024 DMX channels, large memory capacity and ease of use. Whatever the
application, the Cuemaster |l offers the operator reliability, and the adaptability
required by today's lighting designers.

* Access to 288 Channels

* Proportional Soft-patching of 288 channels to 1024 dimmers

* 72 faders may be channels or scenes in blocks of 24 faders

* Bottom row of faders can store Manual Scenes, Fade-Scenes, Chases or
Shows

* 10 pages of Scenemasters, with automatic page overlay memory

* Independent auto-loading fade times for Fade-Scenes and Show Cues

* Multiple Chase Speeds - up to 20 Independent Chase Speeds simultaneously

* Chase Beat function for synchronizing chase speed to live music

* Dynamic VGA colour display provides live monitoring of desk and on-screen
Help

» Backup to SD card

Model Description
TLCUE Il Cuemaster Plus with soft-patch and vga output, in flight case

THERTRELIGHTN//
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CUEMASTER W8/I20

Lighting Control

Theatrelight's ever-popular Cuemaster range is designed with speed and ease of
use as its major points. Well known as one of the easiest control panels to learn,
the Cuemaster's adaptability and versatility suit it to a wide range of lighting
situations in Theatre, Television, commercial display and education. Supplied with
operation manual, dustcover, and SD Card.

* Large cue capacity: average of 800 cues on 120 channel model

* Dedicated Channel faders for fast plotting and hands-on channel control

* Dedicated Scenemasters for instant access to up to 24 Sc i
* Each Scenemaster can hold a Manual Scene, a Fade-Scene, a Chase or a Show
* Multiple Chase Speeds:up to 24 Independent Chase Speeds at once

* Chase Beat function for synchronizing chase speed to live music

* Dynamic VGA colour display provides live monitoring of desk and on-screen Help

Model

TLCUE48
TLCUE120

Description
Cuemaster 48 desk, VGA output, SD Card
Cuemaster 120 desk, VGA output.SD Card

www.theatrelight.conz
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SCENEMASTER 3+

Lighting Control Desks

The Theatrelight Scenemaster 3F has been designed to bring the cost of effective
micro-processor controlled stage lighting into an

affordable range. Versatile and easy to use, it
is ideally suited to the lighting of both large
and small venues. Whatever your needs,
the Scenemaster 3F is the lighting
controller to enhance your
performance.

* Available in 12/24 or 24/48 channels
* Recordable up and down fade times
* Multiple independent chase speeds
* Large memary capacity with over 500 scenes
* 4 pages of scenemasters with automatic page overlay
* Fade times programmable from 0.1 sec to 10 minutes or instant

* Record Beat function for synchronizing chase speeds to live music
* Dynamic VGA colour display provides live monitoring of desk and

on-screen Help

Model Description

TLSC24 Scenemaster 3 12/24
TLSC48 Scenemaster 3 24/48

DMX—LINK Soft-Patch and Back-up Console

The Theatrelight DMX-Link is a powerful and affordable control desk with a sophisticated
DMX mixing, Back-up recording, and Soft-patch facilities. As well as acting as a Back-up
and patching desk to other control panels, the DMX-Link can also be used as a compact
standalone memory lighting desk for the control of large permanent lighting installations
in venues such as Concert Halls, Television Stations and Stadiums.

* Soft-patching of 1024 channels to 1024
dimmers at any level

* Patch storage for 4 independent Soft-patch
lists

* Keypad channel access for scene
programming

* DMX mixing of 2 external DMX inputs

* 10 pages of 10 Back-up masters

* Instant to 60 minute fade times

* 6 independent House Light faders with
master

* Channel capacity can be configured
between the 2 DMX inputs

Model Description
TLLINK DMX-Link Control Panel with VGA output

py
w
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ND\/AL'NK Lighting Console

The NovaLink 24 and 36
control panels feature a
Soft-Patch added to
Theatrelight's original Nova 24
and 36 desks. The soft-patch
allows driving the large
number of DMX channels
demanded by LED luminares.
The NovaLink 24 can drive up to 512 DMX channels at different levels, while
the MovaLink 36 can drive 1024 DMX channels. The Novalinks can record
scenes and chases with variable fade times and chase speeds, and complete
shows. Supplied with manual, dust cover, and SD memaory card.

Model Description

TLNOVALINKZ24  NovaLink 24/512, 10 pages of 8 sub-masters, SD card
TLNOVALINK36  Movalink 36/1024, 4 pages of 20 sub-masters, SD card
CASENO24/36 Flight case for NovaLink panels

www.theatrelight.conz
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STAR'_ET Lighting Consoles

The Theatrelight Starlets are designed
for any venue requiring a simple control
panel. Control output is DMX-512
industry standard protocol. The Starlets
have a single preset of faders with park,
flash keys & a dipless crossfader for
ease of use. They are ideal for drama
rooms, shops, hotels and any venue
requiring a budget lighting control panel.

" 6 or 12 channel dual preset models
* Designed for ease of use

* Flash key for each channel
*D.B.O/ Solo key

* DMX-512 control output

* Lightweight, compact and portable

Model Description
TLSTE Starlet 6 channel preset with master crossfade and park
TLST12 Starlet 12 channel preset with master crossfade and park

NMOODSET /Z/MOo0DSeETLED

Digital Environmental Lighting Control

The new MoodsetL ED adds smooth dimming of
dimmable LED bulkbs to Theatrelight's original
Moodset.for incandescent bulbs. This range of
architectural dimmers provides an affordable approach
yet with powerful features to even the most sophisticated
lighting environments.

* Three preset levels

* Variable fade times up to 1 hr (/LED version)
* External level and fade time control

* Incandescent and LED (/LED version) curves
* Soft-start for extended lamp life

* Available in 8 Amp and 20 Amp modules |

Hin

Model Description
TLMDE Moodset, 8 Amp module (/LED- LED version)
TLMD20 Meoodset, 20 Amp module (/LED- LED version)

TLFPEW/B Moodset 6 Key Flushplate, White/Black

s THERTRELIGHT\//




NEBUI_AI_ED Advanced Digital Dimmer

Now with added mains LED dimming capability, the NebulalLED digital dimmer
offers a wide range of features accessed through an easy to use LCD display
and intuitive menu system. The internal temperature sensing fan, efficient
toroidal chokes and and magnetic circuit breakers keep this dimmer pack
performing under the most rigorous conditions. Automatic input voltage means
this pack will work on any mains supply in the world, making it the perfect
dimmer pack for touring or permanent installation. The selection of dimming
curves includes two especially for smooth fades of mains dimmable LED bulbs.

" Advanced digital dimmer

* Easy to read back-it blue LCD display

* Proportional DMX patch

* Softstart option for extended lamp lives

* Selectable dimmer curves including two for mains dimmable LED bulbs

* Permanent memory for 120 Scenes with fade times, and a number of chases and
automatic shows

* Up to 100 packs can be controlled from remote wall plates or a master dimmer pack

* Ideal for Environmental and Display lighting, as well as Theatre and Televison
Studios

Model Description

TLNEB1210 NebulaLED, 12x13 amp MCBs, Terminal/Socket, SCRs
TLNEBB30 NebulaLED, 6x32 amp MCBs, Terminal, SCRs
TLFP&W/I Intelligent Wallplate Controller for NebulaLED

www.theatrelight.conz
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NMETEORLED  walmount Dimmer

The wall-mount MeteorLED digital dimmer offers a wide
range of features accessed through an easy to use LCD
display and intuitive menu system. The internal temperature
sensing fan, efficient toroidal chokes and and magnetic
circuit breakers keep this dimmer pack performing under the
most rigorous conditions. The MeteorLED can now control
mains dimmable LED bulbs making it the perfect dimmer
pack for Architectural applications or permanent installation
in any venue.

* Large 4 line, 20 character LCD display

* Proportional softpatch.

* Min/max/soft-start/di curve/dimmer test per channel.
* 120 Scenes with up, down, and delay fade times

* 30 Chases with independent chase speeds

* Selection of fade and ramp options

* Remote port allows access from remote wall plates.

* Up to 100 MeteorLED dimmers may be slaved together

* DMX-512 opto isolated input.

Model Description

TLMET1210  MeteorLED, 12x13 amp MCBs

TLMET&30 MeteorLED, 6x32 amp MCBs

TLMETPAT MeteorLED 12 socket patch outlet box
TLFP&W/I Intelligent Wallplate Controller for MeteorLED

OQUASAR WAL LMOUINT walmount Dimmer

The Quasar digital dimmer has many of the features of
its big brother the Meteor, but built into a smaller
chassis for wall mounting in permanent installation in
smaller venues. It can be supplied in two software
models: entertainment and environmental, and a
number of output configurations: 6x2.5 Kw standard
with socket or terminal outputs, or 12x1Kw in terminal
versions only. The Quasar can be controlled by DMX,
intelligent wallplates, or building control computer,

* DMX individual dimmer Patch

* Min, Max, Off, Non-dim & Test level per dimmer

* Proportional level setting per dimmer

* |solated DMX input, 1/10th standard RS-485 load
* Entertainment or Environmental software

* 6 channel and 12 channel models

* DMX or Wallplate controlled

Model Description

TLOWSE10/1206 Wallmount Quasar 6/12 dimmers, Terminal/Socket, SCRs

TLFPBW/I Intelligent Wallplate Controller

THERTRELIGHTN//
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DB PACK Power Distribution Pack

This power distribution pack is
ideal for the supply of switched
independent power to LED and
Moving Light luminaires, The
unit is fitted with a 3 phase
main isolating MCB splitting out
to 12 MCBs (6 MCBs in the 830
model) MCBs. Each of the channel MCBs
can be switched on or off to control the power to that load. Outputs are available as
ANZ 3 pin sockets, Socapex or terminals.

Model Description

TLDB-1210 12 x 13 amp MCBs, Term/Socket (Socapex)
TLDB-1220 12 x 20 amp MCBs, Term/Socket (Socapex)
TLDE- 630 6 x 32 amp MCBs, Terminal

CASEDIM3U  3U Flight case for above packs

SWITCHRFPACK, CONTACT I2

Both these 3U high 19 inch packs provide DMX DMX controlled Hotpower
controlled, switched power for Moving Lights, LED

luminaires, and any other fittings requiring reliable
DMX controlled On/Off power.

The SwitchPack uses Solid State Relays
(SSRs) made with high surge current
SCRs for miminum interference in video il A =

and audio signals, whereas the the l!l! . = \
Contact 12 uses sturdy relays with 30 === !!!!! -

amp rated contacts for switching any i L e

type of load including cap start motors. =
Security On and Off delays ensure immunity to DMX and
mains interference even in the most adverse environment.

Both the SwitchPack and the Contact 12 are available in 10 amp, 3 pin socket or terminal
versions, and in 20 amp Socapex or terminal versions, and operate on universal power supply
90-250 vac. 50/60Hz,

Model Description

TLSWPACK 12108/T SwitchPack, 12x13 amp MCBs, SSRs, Sockets/Terminals
TLSWPACK 1220S/T SwitchPack, 12x20 amp MCBs, SSRs, Terminals/Socapex
TLCONTACT 1210S/T Contact 12, 12x13 amp MCBs, 30 amp Relays, Sockets/Terminals
TLCONTACT 1220S/T Contact12, 12x20 amp MCBs, 30 amp Relays, Terminals/Socapex

www.theatrelight.conz
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DB PANEL Power Distribution Pack

The DB Panel system are
designed for general
power distribution and
patch panel use in
Theatres and TV Studios.

The DB Panel is a front
access only version of the
DB Pack designed
primarily for wall mounting,
but the units can also be
rack mounted, or used as
a portable pack. Front
panels are all 3U high,
with 3U or 6 U side panels
and optional 3U or 6U high
back boxes

Model Description
DB panel Varieties of front panel available (please refer to data sheet)

TWINFADE “ Digital dimmer

The Twinfade |l is a two channel portable
dimmer suitable for a wide range of
lighting control in theatres, TV studios,
film sets, and exhibition and display
lighting. It has dimmer curves for both
incandescent and mains dimmable LED
bulbs, and a range of automated lighting
effects such as Fire, Ramp, Random
Flash and Strobe, selected by the mode

THERTRELIGHTN//

switch.
Model Description
TLTFI TWINFADE Il 2 Channel DMX dimmer 2.4kw SCRs
WX Optional Lumen Radio card with external antenna
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SINGLEFADE & TWINFADE

Digital Dimmers

* Compact size making it highly
portable

* Singlefade offers 1 channel at 10
Amps total load

* TwinFade offers 2 channels at 10
Amps total load

* Flash key for each channel

* MCB circuit breaker protection

* Power on LED indication

The SingleFade and Twinfade standalone digital dimmer modules are ideal for
controlling several kilowatts of incandescent lighting. With a module width of only
86mm, a number of units can be used side by side to form a small lighting control
centre for location or studio lighting, exhibitions, and theatres. The rugged
construction of both the SingleFade and TwinFade enables them to withstand the
rigours of touring.

Model Description
TLSF1 SingleFade, single channel dimmer, total load 2.4 kw
TLSF2 TwinFade, twin channel dimmer, total load 2.4 kw

DNX-FADE Digital Dimmer

The DMX-Fade standalone digital dimmer modules is
ideal for controlling several kilowatts of incandescent
lighting. With a module width of only 86mm, a number
of units can be used side by side to form a larger
dimmer for location or studio lighting, exhibitions, and
theatres. These units feature digitally controlled
dimming with dual SCRs per channel, MCB shortcircuit
protection, and toroidal chokes for noise filtering to
studio requirements. Built-in soft-start circuitry ensures
longer lamp life for expensive televison and film light
bulbs.

* Compact size making it highly portable

* DMX-Fade 1 offers 1 channel at 10 Amps total load

* DMX-Fade 2 offers 2 channels at 10 Amps total load

* Start Address switch for easy DMX setup

* MCB circuit breaker protection doubles as power switch

* Mains input and output via 1 metre cables allowing for
any type of connector to be installed

Model Description
TLDMXF1 DMXFade 1, single channel dimmer, total load 2.4 kw
TLDMXF2 DMXFade 2, two channel DMX dimmer, total load 2.4 kw, SCRs
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RACKPALCK 1 Digital Dimmer

* Selectable start address . _— —

* Internal temperature sensing fan Designed for flexibility and eliability, the

* Efficient, low noise toroidal chokes 1 neatrelight Rack-Pack Il is an advanced but

* DMX-512 and 10 volt analogue easy to use digital dimmer pack. The internal
inputs temperature sensing fan , efficient toroidal

* Magnetic circuit breaker protection crfckes and magneti_c circuit breakers keep

* Available in 10 amp or 32 amp this dimmer performing under the most
models rigorous conditions. The Rackpack Il is ideal

* Socket or terminal outputs for both touring and permanent installation.

Model Description

TLRP1210 RackPack Il, 12x13 amp MCBs, Terminal/Socket, SCRs
TLRP1220 RackPack I, 12x20 amp MCBs, Terminal/Socket, SCRs
TLRPG30 RackPack Il, 6x32 amp MCBs, Terminal output, SCRs

RACKPACK |, RP IVYsSWITCH
Digital Dimmers

These digital dimmers provided the utmost
simplicity and reliability in an economical
dimmer pack, ideal for hire purposes,
schools and clubs. For minimum "fidde
factor" so important when hiring, only the
DMX start address can be changed by the
user. The Switch (/S) model additionally ]
features Power On switches to do double i :
duty as a hotpower distribution pack for !!Iggl .
permanent power to Moving Lights, LED L !!E!!!
fittings etc. The Power switches have ;
Green/Red illuminated keys, allowing easy
recogntion of permanently powered » Simplest possible user set-up
channels. Both models feature isolated + |solated DMX input, 1/10th RS-485 load
DMX input, thumbwheel DMX start address  » Programmable DMX address
selection, and operate on universal power + Load protection by MCBs
supply of 80-250 vac. 50/60 Hz « Power Switch version (/3) fitted with fully
rated power On switches

LU

Model Description

TLRP1(/S)}-1210 RackPack |, 12x13 amp MCBs, Terminals/Sockets, SCRs
TLRP1(/S}-1220 RackPack |, 12x20 amp MCBs, Terminals, SCRs
TLRP1-630 RackPack |, 6x32 amp MCBs, Terminals, SCRs

5]
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SATeEeLLITEIN Digital Dimmer

* Large LCD display

» Easy to use menu system Theatrelight's Satellite |l is a general

» Programmable DMX start address purpose 6 channel dimmer for use in

» Min, Max, Off, and Test level per clubs, small theatres, touring troups, or
dimmer any venue requiring a simple reliable

» Softstart and Non-Dim setting per dimmer. The new version is even easier
dimmer to use, and provides the enhanced

* |solated DMX input, 1/10th standard  features of its larger cousin the RackPack
RS-485 load I, but in an economical 6 dimmer pack

Model Description
TLSATE10 Satellite 6, 6x13 amp MCBs, Terminal/Socket
TLSATE20 Satellite 6, 6x20 amp MCBs, Terminal/Socket

COMET Digital Dimmer & Controller for Clubs and Bands

* Remote or stand-alone chase operation The Comet 6 offers advanced features in a
* Remote or Stand-alone sound to light  package which is simple and easy to use. The unit

* Sound dependent options include can work as a stand-alone chaser with sound to
chase speed, direction, pattern and light operation via the built-in microphone or be
fade profile controiled via the control desk. The Comet * is

* Snap or fading chases ideal for applications such as theatre, disco, clubs

* Dim or switch mode on all dimmers and party lighting.

Model Description

TLCOMEBD Comet 6, 6x13 amp MCBs, Terminal/Socket, 1 phase, SCRs
TLCOMBCTRL Comet & Controller, 6 chn DMX remote controller

v wwwi.theatrelight.conz



POVWERPFPACK 7 POVWERADE

Portable Dimmer Packs

'!H!E-!!!!!!!E

The PowerPack and PowerFade are highly portable, easy to handle and designed
to withstand the hardships of touring while also being equally suited for permanent
installation.

With tough glass filled nylon handles and a sturdy steel case, these portable packs
are ideal for schools and theatre, and for touring and hire use.

The range now includes a dual channel 60 amp pack, and a single channel 120
amp pack for film and TV lights, both fitted with an additional manual fader control.
These models also feature an extended soft-start time designed to extend the bulb
life of 12 Kw and 24 Kw Fresnel luminaires on TV and film sets.

* Molded high impact plastic handles

* Interlocking feet for easy stacking

* Sturdy steel case for durability

* |solated DMX input, 1/10th standard
RS-485 load

* High immunity to mains interference

* Available in 12x10 amp, 2x60 amp, or
1x120 amp models

Model Description

TLPPK1210 PowerPack, 12 x 13 amp MCBs, Socket output
TLPPKG30 PowerPack, 6 x 32 amp MCBs, Socket output
TLPPF100 PowerFade, 1 x 100 amp MCBs
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Plug-in Dimmer Rack
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TL PIDII Plugin Dimmer features

The Theatrelight PID 1l is a general purpose Plug In Dimmer cabinet designed for TV and Film Studios,
Theatres, Concert halls, or any venue requiring an intelligent and reliable dimmer instaliation. The PID Il
design is based on software and hardware designs already well proven in the Theatrelight products
Nebula—a 3u high rack-mounting professional dimmer pack, and Meteor—a wall mounting Stage or

Environmental dimmer. Users familiar with these products will find the menu system and key setup of the PID
Il intuitive and easy to understand,

Instead of a central CPU, perhaps with a costly backup CPU, Theatrelight's design uses distributed multiple

micro-processors, each bin of 6, dual or quad modules having a separate microprocessor for maximum

reliability but at minimum expense. All parameters in each bin microprocessor are easily set up by the user
interface keys and LCD at eye height. Each of the the iwo DMX inputs per cabinet present only one, 1/10th

standard load to a control panel. The PID |l can also be fitted with DMX-over-ethemet communication

systems for use with Artnet standard control panels.

The PID Il cabinet is a space saving design which needs only front access for instaliation and maintenance,
allowing the cabinets to be sited against the dimmer room walls, or back to back. It is available in sizes of 5
bins, 8 bins, and 10 bins per cabinet, each bin camrying & plug-in modules. Panels are available to blank off
unused bins. Module types are: Dual Hotpower Modules - MCB only for permanent power; Dual and Quad

Relay Modules - for DMX controlled On/Off power; Dual and Quad Dimmer Modules - for dimming

incandescent bulbs; Dual SwitchDim Modules - for dimming or DMX/manual ON/Off swiching so any wayline
can power dimmed spotiights, or hot powered LED spotlights, Moving Lights etc. Current ratings of bins and

modules range from 10 amps up to 32 amps, while dimmer risetimes are available up to 400useconds for

professional TV Studios,

« Simple menu system with large 4 line, 20 character LCD display providing instant access to every dimmer
+ 5, 8 and up to 10 bins of dimmers per cabinet, each of 6 plug-in modules
* Dual modules in Hotpower, Relay, Dimmer, and SwitchDim types

+ Quad modules in Relay and Dimmer types

« Easy to use menu set-up of all dimmer parameters

= All dimmer parameters held in non-volatile flash memory

= Fully redundant main sel-up microprocessor

= Multiple distributed dimmer microprocessors, one per bin

* Powder core toroidal filter chokes with lingar risetime and
minimum interference with audio and video lines

» Redundant, high reliability power supplies, 80-265 volis AC,

45-65 Hartz
+ Redundant temperature controlled cooling fans for low
acoustic noise
Model Description

TLPIDCE0/96/120
TLPIDB10/20/32
TLPIDMH2-10/20/32
TLPIDMR2-10/20/32
TLPIDMR4-10/20/32
TLPIDMD2-10/20/32
TLPIDMD4-/20
TLPIDMS2-10/20/32
/RT120
/RT200/300/400

Cabinets of 5/8/10 bins

Bins wired for 10/20/32 amps

Dual Hotpower modules, 10/20/32 amp MCBs
Dual Relay modules, 10/20/32 amp MCBs
Quad Relay modules, 10/20/32 amp MCBs
Dual Dimmer modules, 10/20/32 amp MCBs
Quad 10 amp Dimmer modules, 20 amp MCBs
Dual SwitchDim modules, 10/20/32 amp MCBs
120usec risetime (for 10 amp dimmers only)
200/300/400usec risetimes (for all dimmers)

THERTRELIGHTN//
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PPID PAT CH  Patch Panel for PID Il Rack

* Stacking gold plated patch plugs, rated at 28

While the PID Il dimmer cabinet amps
offers software patch per dimmer to * Patch cords available in 18 and 28 amps rating
allow maximum flexibity in saturated * Unused patch cables store out of sight inside
dimmer installations, a hard patch cabinet
system may sometimes be dictated * Patch field covered by locking safety door
by budget restraints. The PID 1| (optional) _
Patch has been designed to provide ~ * Aulo trip mains isolator (optional)
an economical and space saving * Patch plugs can be stacked 2 high with the door
alternative to the high costs involved |°_'-“~’fﬁ‘d
in supplying and wiring a hard patch * Minimai fioor and wall area
systern using other forms of plugs, * Minimal wiring labour expense
sockets, and cables, * Matching design to PID Il dimmer cabinet

Model Description

60 way dimmer socket patch panel (plus 4 independents)

96 way dimmer socket patch panel (plus 6 independents)

1U, 2U, 4U and 8U blank panels for custom fitting of DMX splitters, ammeters,
voltmeters, socket panels, mains isolators, RCDs etc, or any 19 inch rack equipment

s www.fheatrelight.conz



TOURMASTER Touring Dimmer Rack

Theatrelight's Tourmaster
freight-saving touring dimmer
cabinet is available in 24 or 48
dimmer versions, with or without
stackable hard patch system. In
addition to its light weight, the
Tourmaster's compact footprint of
600mm square and its universal
power supply make it ideal for
international touring. Dimmers are
rated at 4Kw at 220-240vac (2kw at
110-120vac).

On hardpatch versions, any of the
multicore connectors can be
patched to any dimmer or hot power
outlet with stacking patch plugs.
Connector standard is Powerlock
mains inputs, with Aust/NZ 3 pin
sockets or Socapex multicore
outlets. Other versions can be
supplied on request.

* Compact footprint, only 800mm square

» Ultra lightweight for minimum touring costs

+ 48x4kw patch model weighs just 105 kg

* Universal power for international touring

* 24 or 48 SCR dimmers rated at 4kw at
220-240vac (2kw at 110-120vac)

+ 8 independent power MCBs, 12 socket outlets

= 48 or 96 load outputs via sockets or multicore
connectors

* All outputs patchable to dimmers or independents

« 2 Patch outlets on every dimmer and
independent

+ Patch plugs stackable two high with patch cover
on

+ Lockable patch cover for safety and security

* Built in 4 channel DMX splitter, 1/10th standard
RS-485 load

+ Worklight sense input with timed fade toa
worklights scene

Model Description

TLTMZ4 24x4kw dimmers, softpatch, 3 pin socket outlets, Powerlock in

TLTM48PS  4Bxdkw dimmers, softpatch and stackable hardpatch, fitted with
Socapex outlets, Powerlack in and through
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OUTDOOR POVWER DISTRIBUTION

The two types of high power distribution boxes pictured below are
part of Theatreight's range of portable distribution boxes for TV
studios and film sets. All are made to customers specification,
and include the following options:

Durable HDPE (high density polyethlene) boxes in a
variety of sizes

Incoming power options include Powerlock, 3 and 5
pin phase plugs etc

Isolators, RCDs, RCBOs and MCBs with optional
waterproof covers to specification

Qutgoing power options include PowerlLock, Socapex,
1, 2 and 3 phase sockets etc

Fully internally wired

Waterproofing to customer specification

TLDIS-SPLTRPL125

TLDIS-SPLTRPL
—_— i T
B | - {\‘ _xj
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